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Ethernet Upgrade for WS-25 Data Logger 
 

The 110-WS-25DS Device Server brings internet connectivity to the popular  

110-WS-25 Weather Station product line. The device server is pre-configured to 

send data to a hosted website for display and archival. This serial to 10/100 

Ethernet gateway can act as a TCP/IP server or TCP/IP client. 

 

The 110-WS-25 Data Logger stores sensor data to a removable SD card on a user-programmable timed 

basis. The data is also sent to the device server, which forwards it to the APRS website. Local data storage 

ensures data is not lost if the internet connection is down temporarily. 

 

Components 

1. 110-WS-25DS Device Server  

2. PCB mounting bracket 

3. 10' (3 m) Ethernet patch cord 

4. AC Adapter OR pre-wired to the logger's power supply 

 

Installation 

1. When ordered as part of a 110-WS-25 weather station, the device server is pre-installed. Connect the 

Ethernet patch cord to your network BEFORE applying power to the unit. Connect the data/power plug 

to the circuit board. If an AC adapter was supplied, connect it to the device server and then plug it into 

a power outlet. Turn on the logger. 

2. If the device server is ordered separately from the WS25 logger the customer is responsible to inform 

NovaLynx of the exact configuration of the logger so that the website can be set up properly to receive 

the data. Install the device server circuit board using the mounting bracket and make the connections 

shown below. Connect the Ethernet patch cord to your network BEFORE applying power to the unit.  
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Logger Setup 

1. Use the UP or DOWN buttons on the logger to locate the Status screen.  

2. Check the number of seconds between reports. A typical reporting interval is 60 seconds (one minute). 

    

 
Status:  LOGGING

00299/00300 sec

Next report in 1 second / reports 
every 300 seconds (5 minutes) 
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3. Make sure the status is LOGGING. If the Status screen indicates NOT RDY then the memory card is not 

inserted in the logger (data will be sent to the internet, but you will not have local back-up of the 

data). Install the memory card for local backup. 

4. Refer to the 110-WS-25x User Manual for logger setup instructions if it is necessary to change the 

logging / reporting interval. 

 

APRS Website 

The 110-WS-25DS Device Server transmits data to APRS World, where an account has been set up to 

collect the data. Locate your data at: 

 

http://data.aprsworld.com/data/ _____________________  

 

User Name ____________________________________  

 

Password _____________________________________   

 

Current Data 

 
 

Exported Data

 

http://data.aprsworld.com/data/

